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LED EMERGENCY LIGHT
DRS Series (With AutoTest)

Mode of operation Non-maintained with 150 Vac line under-voltage detection

Input voltage 220 Vac +15% / 50 Hz

Control system Microcontroller-based control system with solid-state SMART-CHARGER™
__Battery type Sealed lead-acid battery (ISO 9001, ISO 14001, CE, and UL certified)

Tv steps constant -VOttage and}ztwo-steps current limits with SMART-CHARGER”

Charging time 10- 16 hrs
n

S ‘BNGINEERING ~2ND-TRADENG<CO. | LTD.

aluminum het—sink for exceltent heat management

J

~Beam control o~ High efficiency- PMMA lenses with rated beam angle 36°

1| “color tdriperetur | | ] ] sovbl- 4sboK cp ! 7olaytignt c:‘ptré}« atsciava@sab}-e‘é A4 1NN
LED driver ~ _'" Constant current o
62 Br}ghtness UV 18 S labdddhtiekl Wil bl };regrammablé ﬁlmrnli 101, 10510
] g I _ [ - 088 96 ‘31 _— -Fo[:;eﬁgtended backup times
Manual test 90-min test by either pushing Multi-Function button or using remote control
AutoTest 90-min test every 4 weeks (Enable/Disable selectable)
Remote* IR remote control for ON, OFF, Test, Dim and AutoTest Enable/Disable functions
Standards TIS 1955-2551, TIS 1102-2538, 1SO 9001
Casing 1.7-mm-thick extruded aluminum coated with powder paint
Demo mode Available (must be requested when order - see page 9)

*Remote control not included in the package
“Flunaoulnsaiiugunsaliaudenzsmmieusniunaniost
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CentralPlaza WestGate, Nonthaburi All Seasons Mansion, Bangkok

WHY DYNO EMERGENCY LIGHT ?

Battery over-charge protection with SMART-CHARGER ™

When battery cannot be charged, charging process is automatically terminated.
Constant brightfiess throughout the whole backup period

Enable/Disable selectable AutoTest system

Control system memorizing the. sét brightness level, even after reset and shutdown
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Battery reverse polarity protection
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165 mm . 165 mm

218 mm
218 mm

' 1 218 mm . s

DRS-5205 DRS-7204
Medel rateL: n;:gwer lum!F:'ua:Ssd flux l.ur\'\iF:?(;:te:l(s:| flux Battery Ba;t:\?eti?e Ba;t:\?e??e Weight
@level 4 @level 1
9W/lamp 500 lm/lamp 125 lm/lamp 12V 5 Ah 3 hrs 10 hrs 2.8 kg
9W/lamp 500 lm/lamp 125 lm/lamp 12V 7 Anh 5 hrs 12 hrs 3.8 kg
12W/lamp 700 lm/lamp 175 lm/lamp 12V 5 Ah 2 hrs 10 hrs 28 ke

12W/lamp 700 Im/lamp 175 tm/lamp 12V 7 Ah 4 hrs 12 hrs 3.8 ke
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UNIQUE FEATURES BY DYNO

SMART-CHARGER "
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LED EMERGENCY LIGHT Model: LD-100

Specification

Mode of operation Non-maintained with 150 Vac line under-voltage detection
Input voltage 220 Vac £15% / 50 Hz
Control system Microcontroller-based control system with solid-state SMART-CHARGER "
Lamp rated power 9IW/ lamp
Rated (uminous flux 300 Im (@leveld), 75 Im (@level 1)
Battery type = Sealed lead-acid battery (ISO 9001, ISO 14001, CE, and UL certified)
Battery size , ~ 6V45Ah
Backup time ' 2 hrs (@level 4), 10 hrs (@level 1)
Battery. charging method: ' = Two-steps constant yotta’ge': and :iwq-s';__te'ps current linits with SMART-CHARGER”
Battery cutoff voltage 5.5 V%2% LISBENE N o
Maximum charging current 450 mA
Charging time| = | P ] 10+/16 hrs * P) .
Lamps LM-80 certified high-lumen LEDs with rhetal-éore PCB and
' ' aluminum heat-sink for excellent heat mahagemen..tf
Beam control, _ High efficiency PMMA lenses
:Rat'ed beam angle o 36° P
Color temperature 3000 - 4500 K, CRI > 70 (daylight option also available)
Brightness 4 levels programmable dimming for extended backup times
Manual test 90-min test by either pushing Multi-Function button or using remote control
Remote* IR remote control for ON, OFF, Test and Dim functions
Standards TIS 1955-2551, TIS 1102-2538, 1SO 9001
Casing 1.6-mm-thick extruded aluminum coated with powder paint
Weight 1.9 ke
Demo mode Available (must be requested when order - see page 9)

*Remote control not included in the package
*?Emnaufwm;ﬁ‘uqtfnfdm?udwzi‘hW'wuanﬂ“’wﬁnﬁ'mﬂ
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LED EMERGENCY LIGHT
Model : LD-015

Mode of operation Non-maintained with 150 Vac line under-voltage detection
Input voltage 220 Vac +15% / 50 Hz
Lamp rated power 45w/ lamp
. Rated luminous. flux 300 lm
type || sealed lead-acid battery (ISO 9001, ISO 14001, CE, and UL certified)
W catterysioey 6V 4.5 Ah
* Backup time D el ¢
. .Battery charging method. . . .. ... Constant voltage and current lmit ' A
| [Battery cutoffvoltags, | [\ 19 soviss) | AL LN UL
Maximum charging current 450 mA
Charging time S Ho- 16 hrs
1) Lérﬁps - | 51 UL LiM-80 certified rmd -power / hlgh-lumen LEDs with metal»core PCBland
: ] aLummum heat-smk for exce[lent heat management
‘Beam control Ead ngh efﬁc:ency PMMA lenses o
Rated)beam angle; © = 7 5 ( 36°
Color temperature 3000 - 4500 K, CRI > 70 (daylight option also available)
Manual test by pushing Test button
Standards TIS 1955-2551, TIS 1102-2538, ISO 9001
Casing 1.6 mm Thick extruded aluminum coated with powder paint

Weight 1.7 ke
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LED EMERGENCY LIGHT
DRE Series

Specification

Mode of operation Non-maintained with 150 Vac line under-voltage detection

Input voltage 220 Vac +15% / 50 Hz

Control system Microcontroller-based control system with solid-state SMART-CHARGER™
y (IS0 9001, ISO 14001, CE, and UL certified)

Battery type Sealed lead-acid batten
" teps constant voltage and two-steps current limits with SMART-CHARGER ™

CO. ,LID
at for A | ’
Beam control ~ ngh efﬁgsency PMMA lenses with Tateg, beam angle 36° "‘)
] J ”Co?oﬁtérﬁlpe@t%zm (-T | ﬂ ] j60{)0;— 4500 ﬁCF(I >-1?0§(qa¥l‘¥h% qptk::P agseia‘yaisa ﬂ \] ﬂ ] 1
LED driver A y Constant current
6 Brgh_t_hga_;s,_j IUN I ﬂ" | Constant brightniess with 4 levels bdagéa}ﬁméble d:mq»jng] C ‘; | ()
| for extended backup times
Malnual tegt) 9 ) 3 :\ kHr? test by either pushing Multi-Function button or using remote control
Remote* IR remote control for ON, OFF, Test and Dim functions
Standards TIS 1955-2551, TIS 1102-2538, 1SO 9001
Casing 1.7-mm-thick extruded aluminum coated with powder paint
Demo mode Available (must be requested when order - see page 9)

*Remote control not included in the package
“SlumpouTnsardugunsaliasudsezsmureueniundniosi
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DRE-7202 DRE-7204
Model rat;:ngswer lum{r;ﬁf flux Battery Backup time Weight
9W/lamp 500 lm/lamp 12V 5 Ah 3 hrs 2.8 ke
9W/amp 500 lm/lamp 12V 7 Ah 5 hrs 3.8 ke
12W/amp 700 lm/lamp 12V 5 Ah 2 hrs 2.8 ke
12W/lamp 700 lm/lamp 12V 7 Ah 4 hrs 3.8 kg




2016-2017 Vol.02

LED EMERGENCY LIGHT
LD Series (With AutoTest)

Specification

Mode of operation Non-maintained with 150 Vac line under-voltage detection

Input voltage 220 Vac +15% / 50 Hz

Control system Microcontroller-based control system with solid-state SMART-CHARGER™
Bat;eu type ) Sealed lead-acid battery

Battew ehargmg rﬁethod “Two-steps constant voltage and two-steps current limits with SMART-CHARGER"
Bat‘l’é?’yf‘cut -off voltage . lOiﬁ/ 12%

Maximum charging current ~ 700mA

Charg:ng t|me S ' 10- 1§ l:ll’__s - . -

‘ S qalum:num heat smk for excellent heat management . r
Beam control - H1gh efﬁoency PMMA lenses with rated beam angle 36° =

colof tamparature £ ) 1 | ) 3000 32500 K CRI 5170 l(ctaylight optaen AR GG NI
LED driver _ _ © Constant current _ !
'II Brightnes:s @2 K INTI Constémf bnghtness with 4 levels programmable dlmmlng

! (V. (., forextended backup times

Manual test . o 90-min tesl by either pushing Multi-Function button or using remote control
AutoTest 90-min test every 4 weeks (Enable/Disable selectable)

Remote* IR remote control for ON, OFF, Test, Dim and AutoTest Enable/Disable functions
Standards TIS 1955-2551, TIS 1102-2538, I1SO 9001

Casing 1.7-mm-thick extruded aluminum coated with powder paint

Demo mode Available (must be requested when order - see page 9)

*Remote control not included in the package
“STunpaulnsaiiugunsaliaiudsossmieueniunaniost
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Model Lgsmp lumil:lazzg flux lumiifﬁgﬂux Battery Backip: tia Backup time Weight
rated power olevel 4 Sleat 1 @level 4 @level 1
9W/lamp 500 tm/amp 125 lm/lamp 12V 7 Ah 4 hrs 12 hrs 3.8 ke
9wW/lamp 600 lm/lamp 150 lm/lamp 12V 7 Ah 5 hrs 12 hrs 3.8 kg

12W/lamp 700 lm/lamp 175 Im/lamp 12V 7 Ah 4 hrs 12 hrs 3.8 ke




